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St andard Application Procedure for
Accept ance of Non- Asbestos Packing Mteri al

Pur pose

Thi s docunent establishes the Standard Application Procedure
(SAP) to be foll owed by applicants when applying for
acceptance of a non-asbestos packing material.

Scope

This application procedure applies to all applications for
the Mne Safety and Health Adm nistration (MSHA) acceptance
of non-asbestos packing material.

Ref er ence

Thi s docunent may be used in conjunction with the follow ng
docunent s:

3.1 “Design and Perfornmance Requirenents for Non-Asbestos
Packing Material" - APOL4009.

3.2 "Standard Test Procedure for Non-Asbestos Packing
Material" - ASTP4016.

3.3 "Standard Operating Procedure for Non-Asbestos Packing
Material" - ASOP4016.

3.4 "Approval and Certification Center Cancellation Policy"
- APOL1009.

Application Procedure

4.1 An application for acceptance of non-asbestos packing
material shall be submitted to:

Chi ef, Approval LO Certification Center
Box 251, RR#1

I ndustrial Park Road

Tri adel phia, W 26059

4.2 The application formin the appendi x shall be used and
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may be reproduced. All entries on the formshall be
conpl eted by typing or printing.

4.2.1 The "Conpany Application Code Nunber" is a six
(6) digit or less nuneric character assigned by
the applicant to identify the application.

4.2.2 Inconplete entries will be returned in
accordance wi th APOL1009.

Thirty-five feet of each dianeter packing material, for
whi ch acceptance is requested, shall be submtted.

A conpleted "TOXICITY AND QUALI TY ASSURANCE STATEMENT”
shall be submitted (see Appendi x). The authorized
representative's name nmust appear in

type or printing as well as a witten signature.

A specification sheet/drawi ng shall be submitted that
lists the follow ng characteristics:

- Qperating Tenperature Range
- Chemcal Resistivity

- Dielectric Properties

- Moi sture Absorbency

Al'l specification sheets shall contain the conpany nane
and be titled, dated, nunbered, and include the |atest
revision | evel.

Fees

Applicants for testing, evaluation, and acceptance of
non- asbest os packing nmaterial nmanufactured for use in
underground m nes nmay submt with their applications a
preaut hori zati on notice. The pre-authorization notice
is a statenment by the applicant authorizing MSHA to
expend a stated anmount of noney in evaluating/testing
the applicant's material prior to the preparation and

i ssuance of the MSHA fee estimate. This notice permts
i mredi at e eval uati on work to begin.

In the interim the A&CC will provide an estimate of
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the total anticipated charges and continue with
processi ng or cancel the action dependi ng upon the

applicant's response to the estimate letter. |If the
appl i cant chooses to cancel, fees will be charged for
work perforned up to the cancellation. |If total
charges are less than the pre authorization anmount, the
| esser anmount will be charged.

tions of Acceptance

Upon request by MSHA, but no nore than once a year
except for cause, the manufacturer shall supply to MSHA
at no cost, up to thirty-five feet of each

di anet er of accepted non-asbestos packing material .

Non- asbest os packing naterial covered under this
standard may be advertised as "Accepted by MSHA " but
such terns as "recommended,"” "sanctioned," "approved,"
or "certified" by MSHA shall not be used.

Al'l material formulations and test results or any other
information that is designated as proprietary and/or
confidential shall be regarded as such. The

manuf acturer's nane, address, phone nunber, product
nane, and acceptance nunber is not considered
proprietary and/or confidential.

An NMSHA- accept ed non-asbest os packing material shall be
| egi bly and pernmanently nmarked with the assigned MSHA
accept ance nunber on all shipping spools or containers.

An NMSHA- accept ed non-asbest os packing material shall be
mar keted only under the nane and identification

nonmencl ature that has been furnished to and accepted

by MSHA.

MSHA reserves the right to rescind for cause, an
acceptance, and requite its renoval from underground
m nes.

7.0 Discrepanci es/ Cancel | ation
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Di screpanci es/ cancel |l ations will be conducted in accordance
with the APOL1009.

Responsibility

It is the applicant's responsibility to ensure all the
requi renents of this procedure are conplied with. The
appl i cant nmust use the proper form and provide conplete and
accurate information.

Notification

The A&CC will notify the applicant of any additional
information that is required and if the application is
accepted or rejected and why.

Di stribution

This docunent will be distributed to all appropriate

Engi neeri ng Support Branch personnel and non-asbest os
packi ng material applicants.
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11.0 Result
The result of this docunent is a standard procedure that an
applicant can use to apply for acceptance of a non-asbestos
packi ng material .

12. 0 Revi ew
This docunent will be reviewed once every three years.

13.0 Authority

Title 30 Code of Federal Regul ations.




NON- ASBESTOS PACKI NG MATERI AL APPLI CATI ON FORM

Chi ef, Approval and Certification Center Dat e:
RR #1, Box 251

I ndustrial Park Road

Tri adel phia, West Virginia 26059

APPLI CANT NAME AND ADDRESS

COMPANY APPLI CATI ON CODE NUMBER:

Subj ect: Test and eval uati on of non-asbestos packing materi al

desi gnat ed as ,

(Trade Nane) (Type/ Styl e)
Manuf act ured by:
These dianeters are being submtted (check bl ock):3/16 , 1/4
, 3/8 , Y , Round , Square

Encl osed is 35 feet of each size. Also, included are al
appl i cabl e drawi ngs and specifications that will identify the
size, construction, and material of the subject packing.

You nmay contact at

(Conmpany Representative) (Tel ephone Nunber)
for further infornation.



U. S. DEPARTMENT OF LABOR
M ne Safety and Heal th Adm nistration
Approval and Certification Center
Engi neeri ng Support Branch

TOXIC TY AND QUALITY ASSURANCE STATENMENT

certify, as a representative

(print or type nane)

of , that the non-asbestos packing
(conpany nane)

material identified as , inits final form
(Trade Nane/ Type)

presents no known toxic hazard under normal use conditions.
Furthernore, | certify that we will assure product conpliance for
this material, with respect to all specifications submtted to
the M ne Safety and Heal th Adm ni stration, Approval and

Certification Center

Conpany Application Code Nunber

(same as on the application form

Si gned:

(Aut hori zed Representative)
Dat e:




